
GOBID SUGAR MILLS LTD,AIRA ESTATE LAKHIMPUR KHERI U.P
FLOW DIAGRAM OF DOUBLE SULPHITATION SUGAR PROCESS (B.Hy AS EXHAUST MOLASSES)

Dated:11.01.2022

Cane

Cane Preparation

Milling

Ph 5.0 to 5.5 Mixed Juice Bagasse

Temp. 45 - 50 °c VLJH(Tubular) Boiler

Temp. 60-62 °c R.J.heating (Tubular-condt.) Turbine

Temp. 68-70 °c R.J.heating(Tubular-vap)

MOL Juice Sulphitor

6 Beaume & 1.6 to 1.8 % v/v of Juice flow

SO2 Gas Sulphited Juice Rec.Tank

Temp. 80-85 °c Sul.J.heater(Tubular)

Temp. 102-103 °c Sul.J.DCH

Flash tank

Juice Clarifier Muddy Juice Ph 6.5 to 6.8

Cl.juice Ph 6.95 to 7.0 Clear Juice RVF

Temp. 108-110 °c Clear Juice.DCH Filtrate Juice Filter Cake Pol 1.5 to 2.0%

Moisture 70-75%

Multi Effect Evaporator Sale to Growers

Bx 64 to 65 Syrup 

SCS

Treated Syrup

SO2 Gas Syrup Sulphitor

S.Syrup Ph 4.8 to 5.2 Syrup holding tanks

Dry Seed magma A- massecuite



A- massecuite cryst.

A- cfg machine

A-Sugar Ahy Molasses AL-molasses

Hopper B-massecuite

Grader B-massecuite cryst.

Sugar Temp. 30-38 °c Sugar bins BFW cfg machine

Weghing machine B-sugar melt Bhy Molasses

Stiching machine Bhy mol Run off tank-1 

Store in Godown Bhy mol cooling cryst. Cap 3000 qtls

Bhy mol Run off tank-2 

Bhy mol weighing scale Cap 50 qtls/trip

Bhy mol storage tank Qty 3 nos 

Abbreviations:

VLJH Vapour Line Juice Heater

DCHDirect Contact Heater 

R.J Raw Juice

MOL Milk Of Lime

SO2 Sulphur Di-Oxide 

Sul.J. Sulphited Juice

Condt. Condensate

Vap. Vapour

Rec. Receiving

Bx Brix

BFW B-Fore Worker Magma

Cryst. Crysralizer

Cfg Centrifugal Machine

m/c Massecuite

Bhy B-Heavy Molasses


