ADN SERVICES

987/ 10/B-2, GIDC INDUSTRIAL ESTATE, MAKARPURA,VADODARA — 390010

To, Date-02/01/2023
M/s Nulife Advanced Diagnostics Pvt. Ltd.
B-31, New Rohtak Road, New Delhi

Sub: Offer Quote for Pre Owned Toshiba 64 Slice CT Model Aquilion 64
Dear Sir

We are pleased to offer you the 64 Slice CT scan systems, we hope that you will find above
offer in line with your requirement. Please feel free to contact us for any further
clarifications.

Thanking you

Yours truly

Rakesh S;dni / Chetan Lukka
97120 66366 / 76987 63666
For ADN Services Vadodara

Pre Owned Toshiba 64 Slice CT Model Aquilion-64

Sr. Description Quantity Amount
No.
1. Pre owned CT Scan System 01 Set Rs. 1,60,00,000/-

with standard accessory

Make - Toshiba

Model - Aquilion-64

Scanner Gantry (7.5 MHU X-ray tube)
Patient Table

Control Console

Standard Patient Position Accessories
80 KVA UPS

Lead Glass 2ft x3 ft

Work Station

Pressure Injector

Rs One Crore Sixty Lakh only Rs. 1,60,00,000/-

TERMS AND CONDITIONS
PRICE:
e The Price mentioned above is FOR at Site.
e GST @ 12% extra to be paid by customer.

Payment Terms:
e 20 % of the total price as advance along with Purchase order to book the Equipment.
e 70 % before dispatch of equipment from our ware house.
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e 10% after successful installation of System.

Installation: Installation will be carried out by ADN Services free of Cost.

PC & PNDT: PC & PNDT Certificate of Diagnostic Centre along with their permission letter
or NOC is required to be provided by Customer before delivery of Equipment at site.

AERB Requirement: Hospital / Diagnostic Centre to be registered with AERB and All the
Documents required for AERB Procurement permission of preowned system to be provided
by Customer before delivery of Equipment.

Any charges towards QA and any other formalities for obtaining operating License for CT
scan to be paid by customer.

Delivery: The Equipment shall be delivered with in 12 to 15 weeks from the date of
confirmed purchase order along with 90% payment.

The delivery is subject to AERB and PC & PNDT permission.

Supplier will make every effort to deliver the equipment within above mentioned agreed
delivery period,Supplier will however not be liable for delay in transportation or delivery for
any Reason whatsoever and claims for direct and/or indirect damages due to late delivery.

Cancellation / Termination/ Suspension: The purchaser may cancel the order by

giving prior written notice of thirty (30) days to the supplier. In such an event the purchaser
shall be liable to pay to the supplier a minimum of 20% of the contract value towards
cancellation charges.

Jurisdiction. Vadodara (Gujarat)
Validity: Validity of this offer is 30 days

Main Equipment Warranty: The main Equipment except X-ray tube will be covered for 12
months of warranty from the date of installation.

Above Warranty is subject to normal working condition of Equipment. Any fault due to
mishandling of equipment, Short circuit in Electricity Board Supply, Short Circuit due to
rodent, Cable cut by rodent, failure to maintain environmental conditions recommended by
supplier, high humidity, fire, flood, earthquake and any Natural calamities will not be
covered in warranty and AMC.

X-ray Tube Warranty: X-ray tube will be covered for warranty up to 100,000 (One Lac)
exposure counts OR for 12 months from the date of main equipment installation whichever
is earlier.

Above Warranty is subject to normal working condition of Equipment. Any fault due to
mishandling of equipment, Short circuit in Electricity Board Supply, Short Circuit due to
rodent, Cable cut by rodent, failure to maintain environmental conditions recommended by
supplier, high humidity, fire, flood, earthquake and any Natural calamities will not be
covered in warranty and AMC.

Shifting of Equipment at Site: All the site works related to safe and clear transport path
for shifting of Machine at site to be completed by Customer.
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Site Preparation : - Following site works to be completed by customer for Installation

All civil works — Construction of walls, Modification, false ceiling, leveled flooring etc.

All interiors of CT room inclusive of false ceiling, lighting, power points, radiation ON
lamp etc.

Clear transport path from main entry of the site to CT Gantry room, entry door should
be 5’ wide X 7’ height.

Electrical Panel for CT as per the drawing.

100 KVA electrical power supply is required for CT.

Dedicated Copper Earthing 2 no. in CT Gantry room, Voltage Measurement between
Neutral to Ground should be 5V or less.

Air-conditioning of appropriate capacity to maintain the temperature range 22 deg+/- 2
deg and Relative Humidity level 40 % to 50 % non-condensing.

Two 2.0 TR A/C in Gantry Room and one 2.0 TR A/C in Console room is recommended.
One no. 25 to 30 Ltr capacity De-Humidifier in Gantry Room.

Neat and clean dust free site at the time of equipment arrival.

Patient entry and technician entry Door and Door frame to be lead lined with 2 mm lead
sheet.
Customized Console table to be provided by customer.




